Schnittdatenempfehlung VHM 309 R AL05

Parameters recommendation, Paramétres conseillés, Parametri di taglio indicativi

. D V, f. a, a, n \"/ Q

ap LT [mm] [mlr:in] [m:n] [mrn] [m:n] [min-1] [mml:nin] [cm3/min]

i | 3 500 (460-560) 0,06 (0,04-0,08) 5,0 1.2 53.050 9.550 61,9

4 500 (460-560) 0,06 (0,04-0,08) 7,0 1,6 39.790 7.160 82,5

Aluminium 5 500 (460-560) 0,09 (0,07-0,10) 9,0 2,0 31.830 8.590 154,6
langspanend 6 500 (460-560) 0,10 (0,08-0,12) 11,0 24 26.530 7.960 206,3 1

"'a_e Al long chipping 8 500 (460-560) 0,10 (0,08-0,12) 14,0 3,2 19.890 5.970 2751

e 10 500 (460-560) 0,11 (0,09-0,13) 18,0 4,0 15.920 5.250 378,0

Alluminio truciolo fungo | 12 500 (460-560) 0,11 (0,09-0,13) 22,0 4,8 13.260 4.380 4541

16 500 (460-560) 0,13 (0,11-0,15) 29,0 6,4 9.950 3.880 7152

20 500 (460-560) 0,16 (0,14-0,18) 36,0 8,0 7.960 3.820 1.100,2

3 480 (400-520) 0,06 (0,04-0,08) 5,0 1.2 50.930 9.170 59,4

4 480 (400-520) 0,06 (0,04-0,08) 7,0 1,6 38.200 6.880 79,3

Alu kurzspanend 5 480 (400-520) 0,09 (0,07-0,10) 9,0 2,0 30.560 8.250 1485

>6% Si 6 480 (400-520) 0,10 (0,08-0,12) 11,0 24 25.460 7.640 198,0

R 8 480 (400-520) 0,10 (0,08-0,12) 14,0 3.2 19.100 5.730 264,0

D — 10 480 (400-520) 0,10 (0,08-0,12) 18,0 4,0 15.280 4.580 329,8

Alluminio truciolo corto | 12 480 (400-520) 0,10 (0,08-0,12) 22,0 4,8 12.730 3.820 396,1

16 480 (460-560) 0,13 (0,11-0,15) 29,0 6,4 9.550 3.720 685,7

20 480 (460-560) 0,22 (0,20-0,24) 36,0 8,0 7.640 5.040 14515

3 250 (200-300) 0,06 (0,04-0,08) 5,0 12 26.530 4.780 31,0

4 250 (200-300) 0,06 (0,04-0,08) 7,0 16 19.890 3.580 41,2

Alu Guss 5 250 (200-300) 0,08 (0,08-0,12) 9,0 2,0 15.920 3.820 68,8

>10% Si 6 250 (200-300) 0,09 (0,07-0,11) 11,0 24 13.260 3.580 92,8

T 8 250 (200-300) 0,09 (0,07-0,11) 14,0 32 9.950 2.690 124,0

Fonte Alu 10 250 (200-300) 0,09 (0,07-0,11) 18,0 4,0 7.960 2.150 154,8

Alluminio fuso 12 250 (200-300) 0,09 (0,07-0,11) 22,0 4,8 6.630 1.790 185,6

16 250 (200-300) 0,15 (0,13-0,17) 29,0 6,4 4.970 2.240 4129

20 250 (200-300) 0,20 (0,18-0,22) 36,0 8,0 3.980 2.390 688,3

3 270 (230-300) 0,05 (0,04-0,08) 5,0 12 28.650 4.300 27,9

4 270 (230-300) 0,05 (0,04-0,08) 7,0 1,6 21.490 3.220 37,1

Cuzn 5 270 (230-300) 0,08 (0,07-0,10) 9,0 2,0 17.190 4.130 74,3

Legierungen 6 270 (230-300) 0,08 (0,08-0,12) 11,0 24 14.320 3.440 89,2

Cuzn alloys 8 270 (230-300) 0,08 (0,08-0,12) 14,0 3,2 10.740 2.580 118,9

Alliage Cuzn 10 270 (230-300) 0,08 (0,09-0,13) 18,0 4,0 8.590 2.060 1483

Leghe Cuzn 12 270 (230-300) 0,08 (0,09-0,13) 22,0 4,8 7.160 1.720 178,3

16 270 (230-300) 0,12 (0,11-0,15) 29,0 6,4 5.370 1.930 355,7

20 270 (230-300) 0,16 (0,14-0,18) 36,0 8,0 4.300 2.060 593,3

" D V, f. a, a, n \"/

<ae_ Lk [mm] {mimin] ] fmml | [mm] [min-1] [mml:nin] [cm;?min]

ap¢ . 1 3 500 (460-560) 0,05 (0,020-0,050) 3,0 3,0 53.050 7.960 71,6

] 4 500 (460-560) 0,05 (0,020-0,050) 4,0 4,0 39.790 5.970 95,5

Aluminium 5 500 (460-560) 0,07 (0,045-0,075) 5,0 5,0 31.830 6.680 167,0

langspanend 6 500 (460-560) 0,08 (0,045-0,075) 6,0 6,0 26.530 6.370 229,3

Al G 8 500 (460-560) 0,08 (0,045-0,075) 8,0 8,0 19.890 4.770 305,3

o 10 500 (460-560) 0,09 (0,055-0,085) 10,0 10,0 15.920 4.300 430,0

Mt e |12 500 (460-560) 0,09 (0,055-0,085) 12,0 12,0 13.260 3.580 5155

16 500 (460-560) 0,11 (0,075-0,110) 16,0 16,0 9.950 3.280 839,7

20 500 (460-560) 0,14 (0,100-0,140) 20,0 20,0 7.960 3.340 1.336,0

3 480 (400-520) 0,05 (0,030-0,070) 3,0 3,0 50.930 7.640 68,8

4 480 (400-520) 0,05 (0,030-0,070) 4,0 4,0 38.200 5.730 91,7

Alu kurzspanend 5 480 (400-520) 0,07 (0,050-0,090) 5,0 5,0 30.560 6.420 160,5

>6% Si 6 480 (400-520) 0,08 (0,060-0,100) 6,0 6,0 25.460 6.110 220,0

Al short chipping 8 480 (400-520) 0,08 (0,060-0,100) 8,0 8,0 19.100 4.580 293,1

R 10 480 (400-520) 0,08 (0,060-0,100) 10,0 10,0 15.280 3.670 367,0

Mt e |12 480 (400-520) 0,08 (0,060-0,100) 12,0 12,0 12.730 3.060 4406

16 500 (460-560) 0,11 (0,090-0,130) 16,0 16,0 9.950 3.280 839,7

20 500 (460-560) 0,18 (0,160-0,200) 20,0 20,0 7.960 4.300 1.720,0

3 250 (200-300) 0,05 (0,030-0,070) 3,0 3,0 26.530 3.980 35,8

4 250 (200-300) 0,05 (0,030-0,070) 4,0 4,0 19.890 2.980 47,7

Alu Guss 5 250 (200-300) 0,06 (0,040-0,080) 5,0 5,0 15.920 2.870 718

>10% Si 6 250 (200-300) 0,07 (0,050-0,090) 6,0 6,0 13.260 2.780 100,1

e 8 250 (200-300) 0,07 (0,050-0,090) 8,0 8,0 9.950 2.090 1338

Fonte Alu 10 250 (200-300) 0,07 (0,050-0,090) 10,0 10,0 7.960 1,670 167,0

Alluminio fuso 12 250 (200-300) 0,07 (0,050-0,090) 12,0 12,0 6.630 1.390 200,2

16 250 (200-300) 0,14 (0,120-0,160) 16,0 16,0 4.970 2.090 535,0

20 250 (200-300) 0,18 (0,160-0,200) 20,0 20,0 3.980 2.150 860,0

3 270 (230-300) 0,04 (0,020-0,060) 3,0 3,0 28.650 3.440 31,0

4 270 (230-300) 0,04 (0,020-0,060) 4,0 4,0 21.490 2.580 41,3

Cuzn 5 270 (230-300) 0,06 (0,040-0,080) 5,0 5,0 17.190 3.090 77,3

Legierungen 6 270 (230-300) 0,06 (0,040-0,080) 6,0 6,0 14.320 2.580 92,9

Cuzn alloys 8 270 (230-300) 0,06 (0,040-0,080) 8,0 8,0 10.740 1.930 1235

Alliage Cuzn 10 270 (230-300) 0,06 (0,040-0,080) 10,0 10,0 8.590 1.550 155,0

Leghe Cuzn 12 270 (230-300) 0,06 (0,040-0,080) 12,0 12,0 7.160 1.290 185,8

16 270 (230-300) 0,10 (0,080-0,120) 16,0 16,0 5.370 1.610 4122

20 270 (230-300) 0,14 (0,120-0,160) 20,0 20,0 4.300 1.810 724,0
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